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ACTIVATING, BY A CLIENT COMMUNICATION DEVICE, 
A PDP CONTEXT REQUEST 



•it**) 



INVOKING, BY THE MS, A SOCKET FUNCTION 
SPECIFYING A TCP/IP COMMUNICATION 



INVOKING, BY THE CLIENT COMMUNICATION DEVICE, A 
CONNECT FUNCTION SPECIFYING A DATA DESTINATION 



PASSING, BY THE CLIENT COMMUNICATION DEVICE, DESTINATION INFORMATION 
TO AN AGENT COMMUNICATION DEVICE VIA A CONNECT SIGNAL 



CREATING, BY THE INFRASTRUCTURE, A CONNECT REQUEST MESSAGE 
BASED ON THE CONNECT SIGNAL 



SENDING THE CONNECT SIGNAL TO THE SPECIFIED DESTINATION - / Z7 <-f 



ESTABLISHING A VIRTUAL CONNECTION BETWEEN THE CLIENT COMMUNICATION 
DEVICE AND A DESTINATION DEVICE BASED ON THE SPECIFIED DESTINATION 



ACKNOWLEDGING, BY THE AGENT COOMMUNICTION DEVICE AND TO 
THE CLIENT COMMUNICATION DEVICE, THE SUCCESSFUL 
ESTABLISHMENT OF THE CONNECTION 



ATTEMPTING, BY THE CLIENT COMMUNICATION DEVICE, 
TO SEND DATA TO THE SPECIFIED DESTINATION 



WIRELESSLY SENDING RAW DATA BY THE CLIENT COMMUNICATION 
DEVICE TO THE AGENT COMMUNICATION DEVICE 



RECEIVING, BY THE AGENT COMMUNICATION DEVICE, THE RAW DATA 
AND CREATING TCP PACKETS BASED ON THE RAW DATA 



CONVEYING THE TCP PACKETS TO THE SPECIFIED DESTINATION 
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FIG. 12A 
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RECEIVING, BY THE AGENT COMMUNICATION DEVICE, TCP/IP DATA PACKETS FROM 
THE SPECIFIED DESTINATION, WHICH PACKETS INCLUDE A PAYLOAD 



REMOVING, BY THE AGENT COMMUNICATION DEVICE, TCP/IP 
HEADERS AND/ORTRAILERS FROM THE PACKETS 



SENDING, BY THE AGENT COMMUNICATION DEVICE, THE 
PAYLOAD AS RAW DATA TO THE CLIENT COMMUNICATION DEVICE 



CREATING, BY THE AGENT COMMUNICATION DEVICE, ACKNOWLEDGEMENTS 
FOR THE RECEIVED DATA PACKETS 



SENDING, BY THE AGENT COMMUNICATION DEVICE, THE 
ACKNOWLEDGMENTS TO THE SPECIFIED DESTINATION 



RECEVING, BY THE CLIENT COMMUNICATION DEVICE, THE RAW DATA FROM 
THE AGENT COMMUNICATION DEVICE AND READING THE DATA 
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INVOKING A CLOSE FUNCTION BY THE CLIENT COMMUNICATION DEVICE 
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SENDING A CLOSE MESSAGE BY THE CLIENT COMMUNICATION DEVICE 
TO THE AGENT COMMUNICATION DEVICE 



4- 



INITIATING A FOUR-WAY CLOSE HANDSHAKE BETWEEN THE AGENT 
COMMUNICATION DEVICE AND THE SPECIFIED DESTINATION 



TERMINATING THE VIRTUAL CONNECTION 



ACKNOWLEDGING THE CLOSE OF THE CONNECTION 
BY THE AGENT COMMUNICATION DEVICE TO THE 
CLIENT COMMUNICATION DEVICE 
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FIG. 12B 



